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LabelLase® Producer

Software/Firmware License Agreement

IMPORTANT: THE SUBJECT PROGRAMS ARE LICENSED BY INFOSIGHT
CORPORATION TO END-USERS FOR THEIR USE ONLY ON THE TERMS BELOW.
ACCEPTING AND USING THESE PROGRAMS INDICATES YOUR ACCEPTANCE OF
THESE TERMS. THIS IS A LEGAL AGREEMENT BETWEEN YOU, THE END USER, AND
INFOSIGHT CORPORATION.

1) GRANT OF LICENSE. InfoSight Corporation ("InfoSight") agrees to grant to you a
non-exclusive license to use the InfoSight software program (the "PROGRAM") subject to the
terms and conditions of this license agreement.

2) DEFINITION OF TERMS. The term SOFTWARE refers to a computer program stored on a
floppy diskette, hard disk drive, magnetic tape, or paper tape that must be loaded into the
computer's memory to be executed. The term FIRMWARE refers to a computer program stored in
semiconductor memory (ROM, PROM, EPROM EEPROM, NVRAM, etc.) that is an integral part
of the computer's memory. Together, these forms of computer programs are refered to as the
"PROGRAM".

3) COPYRIGHT. The PROGRAM(s) and Documentation is owned by InfoSight and is protected by
United States copyright laws and by international treaty provisions. The PROGRAM(s) contain
trade secrets and proprietary property of InfoSight. You may make one copy of the PROGRAM(s)
solely for backup or archival purposes provided that the copy clearly displays the InfoSight
copyright notice. Additional copies may be made when authorized to do so in writing by InfoSight.
In addition to any other right of InfoSight, InfoSight has the right to terminate this license if the
terms of this license are violated.

4) RESTRICTION ON USE AND TRANSFER. The single-processor version(s) of the
PROGRAM(s) and Documentation are to be used on one computer or embedded system at any one
time. The multi-processor versions(s) of the PROGRAM(s) and Documentation may be used over a
network provided that the number of computers accessing the network simultaneously shall not
exceed the number authorized by InfoSight or for which you paid the corresponding
multi-processor fee. You may not distribute the PROGRAM(s) or Documentation to a third party.
You may transfer the license and complete package (retaining nothing) if the transferee agrees to
the terms of this License Agreement. Neither the PROGRAM(s) nor the Documentation may be
changed or translated without express written permission of InfoSight. You may not reverse
engineer, decompile or disassemble the PROGRAM(s).

5) WARRENTY for the subject PROGRAM(s) is covered under the InfoSight Standard Terms and
Conditions of Sale.

LabelLase® Producer
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6) TERM. The license is effective until terminated. It will be terminated if you fail to comply with
any term or condition of this License Agreement. You may terminate this License Agreement at any
time. In the event of termination, you agree to destroy the PROGRAM(s) and Documentation
together with all copies and related materials.

7) YOUR USE OF THIS PROGRAM(S) acknowledges that you have read this License Agreement
and agree to its terms. This agreement is complete and supersedes any other agreement that may
have related to the subject matter of this agreement.

Copyright © 2010 InfoSight Corporation All Rights Reserved
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LabeLase ® is a registered trademark of InfoSight Corporation

Software/Firmware License Agreement



LabelLase Producer - Software Installation Manual

InfoSight” Corporatiomn

"We Barcode Difficult Stuif*™

LabelLase® Producer

Software Installation Manual

Table of Contents

Intr tion

* Connecting Your

Printer

* Types of
Connections

* How Do I Choose

Installation

* System
Requirements

Connection Type

* Selecting Your
Connection Type

RS232 Serial M Port

* Connecting a Serial
COM Port

* Selecting the Port
* Finding the Printer

LabelLase® Producer



LabelLase Producer - Software Installation Manual

USB Port

* Connecting with a
USB Port

* Installing the Driver

* Selecting the Port

* Finding the Printer

Ethernet Network Connection

* Connecting via an Ethernet Network
Connection

* What You Need to Know

* Connecting the Printer

* [P Address Type

* Searching the LAN for the Printer
* Dynamic IP Address

* Static IP Address

* Installing the Redirector

* Running the Redirector

* Selecting the Port

* Finding the Printer

Printer Model

* Selecting the Printer
Model

Installing Producer

* Installing LabelLase
Producer

Software Installation Manual



LabelLase Producer - Software Installation Manual

Finishing the Installation

Copyright © 2010 InfoSight Corporation All Rights Reserved
InfoSight ® is a registered trademark of InfoSight Corporation
LabeLase ® is a registered trademark of InfoSight Corporation

Software Installation Manual



LabelLase Producer - Software Installation Manual

InfoSight” Corporatiomn

"We Barcode Difficult Stuif*™

LabelLase® Producer
Introduction

Introduction

Thank you for your decision to purchase a LabeLase® printer from InfoSight. Use this guide as a
handy reference to get you up and running quickly. It will take you step by step through software
and driver installation and configuration and help you verify that everything is working.

Note that this document covers the Installation of LabeLase® Producer and communications drivers
for the following InfoSight printers:

Model Type
II:II: ;888: }JI\I/JIZ?)(()X’ Metal Tag Printers
LL1000P Plate Printer
KV2-C Histology Cassette Printer
KV2-C1 Single Magazine Cassette Printer
KV2-S Microscope Slide Printer
KV2-D Drawer Printer
DT2A Ampule Printer

Connecting Your Printer

As you proceed with the installation process, you will be instructed to connect your printer to your
PC, or to your local area network (LAN) depending on the connection type.

.‘_\ Do not attempt to connect the printer to your PC or network until instructed to do so.

Type of Connections

How you connect your printer depends on the type of connection you wish to use. Your
LabeLase® printer has three different connection options, each with its own advantages and/or

LabelLase® Producer
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disadvantages. You must select one of these three types of connections.

Note: Not all connection types are available on all printers. Contact the factory for details.

Using a serial COM port is the simplest way to connect the printer to
i your PC, since it doesn't require you to install any additional drivers
" .y or software. However, many newer PC computers do not come with
a serial COM port.

Tip: Select this option if you are using a USB to Serial convertor.

Most modern PC's come with one or more USB ports. If you select
this option, this program will guide you through the installation of
the USB driver.

Do not select this option if you are using a USB to Serial convertor
device, since it has its own device driver.

If your PC is connected to an Ethernet network, you may also
connect the printer to the network and access it from your PC.
This option requires you to configure the IP address of the
printer and install special drivers in your PC.

Note that this does not make the printer a "network printer".

How Do I Choose?

Many factors can influence your choice of connection type for your LabeLase® printer.

If your PC has a serial COM port on it, and that port is not used by any other applications you plan
to run on it, then we recommend that you use the COM port to directly connect to the printer. This
connection type is the simplest and most reliable, and it doesn't require you to install any special
drivers or other software in order for Producer to communicate with the printer.

If your PC does not have a spare COM port, and you intend to locate the printer within a few feet of
the PC, then you may wish to use the USB connection to the printer. USB is a standard on
virtually every new Windows PC, so chances are your PC has one or more spare ports available.
We will lead you through the process of installing the USB drivers on your PC.

If your PC does not have a spare COM port, and you want to locate the printer remotely from the
PC that will control it, then we recommend that you use an Ethernet connection to your local area
network (LAN.) Although this does not make the printer a "network printer" that can be shared by
multiple PC users, it does provide a fast and convenient connection to your new printer.

Introduction
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Where to Next?

Once you have chosen the type of connection you wish to use with your printer, you may proceed to
the next step where you will Install the Software.

Copyright © 2010 InfoSight Corporation All Rights Reserved
InfoSight ® is a registered trademark of InfoSight Corporation
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LabelLase® Producer
Installation

Minimum Requirements

In order to install and use LabeLase® Producer, your PC must have at least the following minimum
features.

IBM PC 100% Compatible Computer

Pentium 400MHz

Windows XP, Vista, 7 *

10MB available disk space

32MB RAM

1 Serial COM port, USB or Ethernet (for connection to the printer)

Color Monitor (800x600 resolution or higher recommended)

CD or DVD drive
* Windows 95/98/Me/NT/2000 are no longer supported by LabeLase® Producer. That's not to say that
the software won't run on these platforms, but we can't guarantee that it will, and we won't provide
technical support if it doesn't work.

1 Begin by inserting the installation CD into your PC's CD or DVD drive.

If your computer is configured to auto play CD's, the installation program should begin by itself after the
CD is installed. If, after a short time, the program does not begin by itself you can start it manually in
one of the following ways:

¢ Using Windows Explorer, navigate to your CD drive and double click the program labeled
LabeLaselnstaller.exe

¢ Click Start / Run and type in: D:\LabeLaselnstaller.exe (substitute your PC's CD drive letter as
needed.)

LabelLase® Producer 10
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2 When the LabeLase® installer program starts, it will display a welcome screen as shown

below.

; Labelase® Installer

About

= (L 1RENY

ifficult, Stuff*

gl 9 [(0)]

"We Barcode.D

“Welcome to the installation program for InfoSight's
Labelase® Froducer printing software. This
program will guide wou through the process of
installing Labelase® Producer and all of the drivers
needed to connect the printer to wour computer.

To begin click the Mext button below.

<5 Back = et E xit

Once you are ready to begin the installation process, click the Next button.

3 The next step requires you to read and agree to InfoSight's Software License

Agreement.

Installation
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; Label ase® Installer

Software/Firmmeare License Agreement *

IMPORTANT: THE SUBJECT PROGRAMS ARE LICENSED BY INFOSIGHT
CORPORATION TO EMD-USERS FOR THEIR USE OMLY ON THE TERMS
BELOW. ACCEPTING AND USING THESE PROGRAMS INDICATES YOUR
ACCEFTANCE OF THESE TERMS. THIS IS A LEGAL AGREEMENT BETYWEEN
YOU, THE END USER, AMD INFOSIGHT CORPORATION.

17 GRAMT OF LICEMNSE. InfoSight Corporation ("InfoSight™) agrees to
grant to you a non-exclusive license to use the InfoSight software
pragram (the "PROGRAM™ subject to the terms and conditions of this
license agreement.

21 DEFINITION OF TERMS.  The term SOFTWARE refers to a computer

pragram stored on a floppy diskette, hard disk drive, magnetic tape,

or paper tape that must be loaded into the computer's memaoary to be

executed. The term FIRMVWARE refers to a computer program stored in
semiconductor memory (ROM, PROM, EFROM EEPROM, MWVRAM, et that is

an integral part of the computer's memory. Together, these forms of w

{* i accept the tems of the license agreement

" | do not accept the terms of the license agreement

Ahout ] == Mext E wit

If you do not agree to be legally bound by this license, simply exit the program now.
Otherwise, click "I accept the terms..." and then click the Next button.

After agreeing to the terms of our license, you will continue on to the next step where you will indicate
which method you wish to use to _connect your PC to the new printer.

Copyright © 2010 InfoSight Corporation All Rights Reserved
InfoSight ® is a registered trademark of InfoSight Corporation
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LabelLase® Producer

Connection Type

4 Select the type of connection between your PC and the LabeLase® printer

; Label ase® Installer

Select the type of connection between the printer and your PC

Ny, IJzing a zenal COM part iz the simplest way to connect
o the printer bo your PC, gince it doesn't require you to
“3 ot . inztall any additional drivers or zoftware. Howewver,
‘x",-’l o Serial AS232 mary rewer PC computers do not come with a zernial

- - COM part.
>

Select this option if you are uzing a JSB to Senial convertar.

bzt modern PC's come with one or more 5B ports. |f
you gelect thiz option, thiz program will quide you
" USE through the installation of the USE driver.

Do not gelect thiz option if youw are uging a 5B to Seral
convertor device, zince it haz its own device driver.

[f wour PC iz connected to an Ethernet netwark, you
may alzo connect the printer to the netwark, and access
it frorm wour PC. - Thiz option requires you to canfigure
the [P address of the printer and install special drivers in
wour PC.

" Ethernet Metwork,

Mate that this does not make the printer a "network, prinker”'.

About )

E xit

Based on your choice for connecting the printer, click the appropriate radio button (or click on the
picture of the cable) and then click Next.

LabelLase® Producer
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J If you chose to connect the printer using a serial RS232
~» communications port, continue on to Step 5.

If you chose to connect the printer using a USB port,
=% % continue on to Step 6.

A\ If you chose to connect the printer using an Ethernet network
connection, continue on to Step 7.

Copyright © 2010 InfoSight Corporation All Rights Reserved
InfoSight and LabeLase are registered trademarks of InfoSight Corporation
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InfoSight Cor

LabelLase® Producer

\
‘“\@
“\,@ Serial RS232 COM Port

"Wa Ba

5 Connecting the printer to your PC's serial COM port requires a serial cable with DB9
connectors. The printer is shipped with this type of cable.

5 a Locate the serial COM port on the back of the printer as shown in the figure below.

Connect one end of the serial cable to this port,
and the other end of the cable to a similar port on
your PC.

LabelLase® Producer 15
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Turn the printer ON and wait for it to initialize.

Sb After you selected Serial RS232 as your connection type, you will see a screen that looks
similar to the one shown below.

; Label ase® Installer

Senal RS5232 COM Port Connection

: Connect the serial cable (provided with the printer)
Ll between a COM port on wour PC and the serial port an
the back of the printer.

Apply power to the printer.

Afterthe printer has initialized, click the Mext button below..

Apout - Back | [ - MNewt | Exit

Click Next to select or find the COM port where the printer is connected.

Serial RS232 COM Port
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The installer will show you a list of COM ports that are installed on your PC as shown
below.

S¢ | . . |
Note that the actual list of COM ports will vary from this figure depending on the number
of ports that are installed on your PC.

; Label ase® Installer

COM Port Selection
The following COM ports hawve been found on your PC.

COm1 Ifwou know which COk part the

COM2 printer is connected to, select that

O3 portin the list at the left and click
Mext below,

[fwouwantto search the availakle COM ;
ports to find the printer, click the Find Q, Find
kbuttan.

About «il= Back == E xit

If you know what port you have connected the printer to, you can simply click on that port name to select
it and then click the Next button.

If you want to test the port to make sure it can communicate to the printer, proceed to step 5d below.

Serial RS232 COM Port
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If your not sure what the port name is or you want to test the port connection, click the
5 d Find button. The program will attempt to communicate with the printer on each of the
COM ports in the list.

; Label ase® Installer

COM Port Selection
The following COM ports hawve been found on your PC.

COm1 Ifwou know which COk part the

COM2 printer is connected to, select that
portin the list at the left and click
Mext below,

If wou want to search the awvailable COM
ports to find the printer, click the Find
buttan.

& Lahelase Printer has been found an COk3

LL10001012/04.1.00
Printer Serial# 99999399

Click Mextto continue...

About «il= Back == et | E xit

As you can see in the figure above, the program found a LL.1000 model printer on the COM3 port. It has
displayed its model number, firmware version and the printer's serial number.

5 Once you have selected or found the COM port that the printer is attached to, click the
C Next button to continue.

If you did not use the Find button, or the program was not able to communicate with the printer, then you
will skip to Step 8 where you will select your printer model from a list.

If you used the Find button, and the program successfully found and communicated with the printer, you

will skip to Step 9 where you will install the version of LabeLase® Producer that is appropriate for your
printer model.

Serial RS232 COM Port 18
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Serial RS232 COM Port

Copyright © 2010 InfoSight Corporation All Rights Reserved
InfoSight and LabeLase are registered trademarks of InfoSight Corporation
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InfoSight Cor

LabelLase® Producer

"Wa Ba

S @ USB Port

6 Connecting the printer to your PC's USB port requires a standard USB cable. The printer
is shipped with this type of cable if it has the USB option installed.

6 a Locate the USB port on the back of the printer as shown in the figure below.

Connect one end of the USB cable to this port on
the printer, but DO NOT connect the other end
of the cable to your PC.

It is important that you wait until instructed to
connect the USB cable to your PC

LabelLase® Producer 20
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Turn the printer ON and wait for it to initialize.

6b After you selected USB as your connection type, you will see a screen that looks similar
to the one shown below.

; Labelase® Installer E| .

USB Port Connection

e ] Izing the printer's LISE connection requires yvou to install a
special driver an wour FC that will create a "“wirtual" serial
COM port.

The Producer software will use this "wirtual" COM port to
control the printer wvia the physical USE port.

Befare continuing, make sure that the printeris NOT
connected toyour FC's USE port. ou will be instructed to
connect the printer in a following step.

“When wou are ready to install the LISE "virual" COM port
driver, click the Mext button below.

Apout - Back | [ -MNewt | Exit

Even though you are using a USB port to connect your PC to the printer, the LabeLase® Producer
software still expects to talk to the printer via a COM port. To make this work, the USB driver that you
are about to install will create a "virtual" COM port that will fool Producer into thinking it is talking to a
standard COM port, but will in fact use the USB connection.

When you are ready to install the USB "virtual" COM port driver, click Next.

USB Port 21
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When the USB installer (also called the VCP installer) begins, you will see a screen like
6C that shown below. Note that the appearance of the screen may vary according to your
operating system version.

VCP installer - InstallShield Wizard

License Agreement

Pleaze read the following license agreement carefully. I‘“-_h

TUSB3410 Electronic Software License Agreement: L

Thiz document iz displayed for pou to read prior to downloading the software. By choozing
“Agree' and uzing the zoftware, vou agree to abide by the following provisions.

1] FRODUCT - The software products and related documentation licenzed
hereunder [''Licenzed Materialz"] have been developed far uze specifically in conjunchion
with TI TUSE3410 integrated circuit devices, and you acknowledge that the Licenzed

b aterialz were not dezigned for uze with any other devices. Tl and itz licenzors retain title
to the Licensed Materialz and any patents, copyrights, trade zecretz, and other intellectual
property rights therein,

[ | accept the terms of the license agreement

* | do not accept the terms of the license agreement

¢ Back : | Cancel

You will need to read and agree to the Software License Agreement for the USB drivers.

6 d At several points during the installation of the USB driver, you may see the Windows
Logo testing notification as shown below.

USB Port
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Software Installation

The zoftware vou are ingtalling has not pazsed Windows Logo
tezting to werify itz compatibility with wWindows XP. [Tell me why
thiz testing iz important. |

17

Continuing your installation of this software may impair
or destabilize the comrect operation of your zystem
either immediately or in the future. Microzoft strongly
recommends that you stop thiz installation now and
contact the zoftware vendor for zoftware that has
paszed Windows Logo testing.

Continue Anymaay ] [ STOP Inztallation

Whenever you see this notice, it is OK for you to click "Continue Anyway".

6 After the USB driver has been successfully installed, you will see a screen similar to the
one shown below.

VCP installer - InstallShield Wizard

Inztall5hield Wizard Complete

Setup has finizhed installing WCP installer on your computer.

Finizh |

USB Port 23
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Click the Finish button to continue with the installation.

6 f After the USB driver installation has completed, the LabeLase® Installer will present the
screen shown below.

; Labelase® Installer E| .

USB Port Connection

= - Turn on the power to the Printer.
Connectthe printer to your FCwith a USE cable.

YWindows will detect the new USE hardware and will begin the
process of creating the "wirual" serial COM port for it

“'ou mustwait until Windows completes the process of
!‘_\ adding the new COM port to the system before wou
attempt to continue.

YWhen Windows has notified wou that the new hardware is
installed and ready for use, click the Mext button to continue.

About <+ Baol =+ Newt LB

It's now time to connect the printer's USB cable to an unused USB port on your PC. Make sure that the
printer's power is on and that it has completed its initialization before connecting the cable.

A few seconds after you connect the USB cable to your PC, Windows will detect the
6 g newly added hardware and will display a notice in the system tray. The next step differs
depending upon the version of Windows.

USB Port
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Windows 7

Installing device driver software % *

Click here for status,

On computers running Windows 7, the Found New Hardware notice may also be accompanied by a
security warning. Allow the driver to install. The driver installation usually completes without further
action. and Windows will notify you that the device driver software was installed successfully.

. InfoSight USB Device (COM3) % X

] - - -
Device driver software installed successfully,

Proceed to step 61

Windows Vista

2 - 5 x
Installing device driver software

Click here for status,

On computers running Windows Vista, the Found New Hardware notice may also be accompanied by a
security warning. Allow the driver to install. When complete Windows will notify you that the device
driver software is installed successfully.

InfoSight USB Device (COM3) *

hﬂ' Device driver software installed successfully.

OBE |

Windows Vista machines will also require a reboot after the computer indicates that the drivers are
installed and ready for use.

USB Port
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F'ﬁ Labelase® Installer (23]

USB Port Connection

= bl “'ou must restart wour computer to complete the installation of
the USE drivers. After wour computer restarts. this program
will be automatically launched to continue the installation
process.

Be sure to leawve the Labelase Installer CO in the drive when
wou reboot.

“When wou are ready to close this program and restart wour
FC. click the Mext button below.

E uit

Aot <k

When LabeLase Installer indicates that it is time to reboot, as shown above, click the Next button to
close the installer. You may now see a notice from Windows to restart.

Microsoft Windows

You must restart your computer to apply these
changes

Before restarting, save any open files and close all programs.

Restart Mow | l Restart Later

Click "Restart Now" to restart your computer. If this notice does not appear, manually restart using the
Windows Start menu.

When restarting, be sure to leave the installation CD in the drive, and leave the printer attached to your
computer with the power on.

USB Port
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After restarting, the LabeLase Installer program will automatically restart and continue with the
installation process. Proceed to step 61

Windows XP

i) Found New Hardware

InfoSight ISE-YCP Adapter

On computers running the Windows XP operating system, after indicating that it has found new
hardware (USB-VCP Adaptor), Windows will run the Found New Hardware Wizard.

Found New Hardware Wizard

YWelcome to the Found New
Hardware Wizard

Wiindows will zearch for current and updated software by
looking on your computer, on the hardware installation CO, or of
the *indows Update web site [with your permizzion).

Fead our privacy policy

Can "Windows connect to Windows Update to search far
zoftware?

(3 Yes, this time only

{1 'es, now and gvery time | connect a device

@®

Click Mest to continue.

Mest » ][ Cancel

If Windows asks to connect to Windows Update to search for the software for the new hardware, click on
"No, not this time" button. Since we already installed the driver for the printer, it won't be necessary for
Windows to search for it.

Click Next to continue.

USB Port 27
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6h The Found New Hardware Wizard will then ask you what to do next as shown below.

Found New Hardware Wizard

Thiz wizard helpz you install software for:

InfoSight USE-CP Adapter

f'\_-_,] If your hardware came with an installation CD
or floppy dizk. insert it now.

“Wwhat do you want the wizard to do’?

{3} Install the software autamatically [Fecommended]
(3 Install from a list or specific location [Advanced)

Click Mest to continue.

< Back ” Mest » ][ Cancel ]

Click the button that tells the wizard to "Install the software automatically (Recommended)" and then
click the Next button to continue.

Windows may find several driver files that it thinks are suitable for your computer and present a list of
choices as shown below:

USB Port
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Found New Hardware Wizard

Pleasze zelect the best match for your hardware from the list below.

(3 InfoSight USE Device

Wersion b anufacturer Location
5A017.0
2590170 Tewxas Instrumentz  d:\zetuphuzbhinstallertumindizk 1 wwindowshtinethtus
VBAMTF0 Tesas Instumentz  d:heetuphusbhinstallerviztabdizk  windoweshtingt s

Texaz Ingtrumentz d:hzetupiuzbiinstaller\=ph

< | >

Thiz driver iz not digitally zigned!
Tell me why driver signing iz impartamt

¢ Back ” Mest > ][ Cancel

Special Note: It is critically important that you select the proper driver for your
operating system. Note that Windows may or may not highlight the most appropriate
driver in this list. You may have to scroll the list sideways in order to see the full path
name which contains the operating system version as shown above. Selecting the
wrong operating system driver can result in the inability to run the InfoSight printer
using a USB connection.

61

USB Port

When the wizard completes the installation of the USB Serial Device, you will see the
screen shown below.

29
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Found New Hardware Wizard

Completing the Found New
Hardware Wizard

The wizard has finished installing the software for;

M InfaSight USE Senal Device

Click, Finish to cloze the wizard.

6 J After the first wizard completes, Windows will detect new hardware once again.

i) Found New Hardware
InfaSight USE - Serial Port

After indicating that it has found new hardware (USB-Serial Port), Windows will run the Found New
Hardware Wizard once again.

USB Port
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Found New Hardware Wizard

YWelcome to the Found New
Hardware Wizard

Wiindows will zearch for current and updated software by
looking on your computer, on the hardware installation CO, or of
the *indows Update web site [with your permizzion).

Fead our privacy policy

Can "Windows connect to Windows Update to search far
zoftware?

(3 Yes, this time only

{1 'es, now and gvery time | connect a device

@®

Click Mest to continue.

Mest » ][ Cancel

Follow the instructions in the Wizard to complete the driver installation.

6k The Found New Hardware Wizard will complete the installation and again show you the
screen below.

USB Port
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Found New Hardware Wizard

Completing the Found New
Hardware Wizard

The wizard has finished installing the software for;

M InfaSight USE Senal Device

Click, Finish to cloze the wizard.

Click Finish to complete the installation. This should be the final time you will see the Found New
Hardware Wizard.

After clicking the Finish button, you will return to the LabeLase® Installer. Before continuing with that

installer, however, you should wait until Windows tells you that your new hardware is installed and

ready to use.

i) Found New Hardware

Your new hardware is installed and ready to use,

SPECIAL NOTE: Once the first printer is installed, each time you connect a new printer
to your PC, the Found New Hardware Wizards for both the Serial Device and the Serial
Port will launch. Follow the guided prompts to install the software automatically as above,
and then select the newly installed comm. port in the Producer menu.

USB Port
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61 Once Windows tells you that the new hardware is installed and ready to use, you can
continue with the LabeLase Installer below.

; Labelase® Installer

USB Port Connection

=" - In the next step, wou will be asked to select the wvirtual COM
por that was created when the USE drivers were installed.
This is the port that will be used by Producer to communicate
with the printer.

“When wou are ready, click the Next button to continue.

E xit

About =k

Now that the USB drivers have been installed, there should be a new COM port added to your system
that is actually the "virtual" port.

When you click Next on this screen, the program will attempt to find the newly added "virtual" COM
port.

After you have installed the USB virtual COM port, you will see a screen that looks
similar to the one shown below.

6m

Note that the actual list of COM ports will vary from this figure depending on the number
of ports that are installed on your PC.

USB Port
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; Label ase® Installer

COM Pont Selection

The following COM ports hawe been found on your PC. The
newly added port has been highlighted.

COm1 Ifwou dan'twant to use the new par
COM2 thatwas added, select the portyou
intend to use.

[fwouwantto search the availakle COM ;
ports to find the printer, click the Find Q, Find
kbuttan.

About «il= Back == et E xit

The installer program detected the addition of COM3 when the USB drivers were installed, so it has
highlighted that port name in the list. If you wish, you can now click Next to continue to the next step.

If you want to test the port to make sure it can communicate to the printer, proceed to step 6n below.
Note that if you are running this installation program for a second time, you may have already added the

new COM port during the previous installation. In that case, the installer will not detect the addition of
a new port so you will be required to select it yourself in the list of ports before you can continue.

If you're not sure what the port name is or you want to test the port connection, click the
6n Find button. The program will attempt to communicate with the printer on each of the
COM ports in the list.
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; Label ase® Installer

COM Pont Selection

The following COM ports hawe been found on your PC. The
newly added port has been highlighted.

COm1 Ifwou dan'twant to use the new par
COM2 thatwas added, select the portyou
intend to use.

If wou want to search the awvailable COM
ports to find the printer, click the Find
buttan.

& Lahelase Printer has been found an COk3

LL10001012/04.1.00
Printer Serial# 99999399

Click Mextto continue...

About «il= Back == et | E xit

As you can see in the figure above, the program found a LL.1000 model printer on the COM3 port. It has
displayed its model number, firmware version and the printer's serial number.

6 Once you have selected or found the COM port that the printer is attached to, click the
Next button to continue.

If you did not use the Find button, or the program was not able to communicate with the printer, then you
will skip to Step 8 where you will select your printer model from a list.

If you used the Find button, and the program successfully found and communicated with the printer, you
will continue on to_Step 9 where you will install the version of LabeLase® Producer that is appropriate
for your printer model.
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LabelLase® Producer

Ethernet Network Connection

7 Connecting the printer to your PC via an Ethernet Network connection requires one of two
connection types.

® The printer is normally connected to your local area network (LAN) via a standard patch cable
and either a network switch or hub.

e The printer can be directly attached to your PC's Ethernet port via a special cable called a
cross-over cable.

Before you can begin connecting the printer to your LAN, you will need several pieces of

7 a information. If you're not sure how to supply the following information, contact your
Network Administrator for assistance.
What You Need to Know

Hardware Address

You need to know the printer's hardware address (also known as a MAC address). It is on

a label on the bottom of the printer, in the format: 00-20-4A-XX-XX-XX, where the XXs are unique
numbers assigned to the printer.

Hardware Address: 00-20-4A- - -

IP Address

Your printer must have a unique IP address on your network. The Network Administrator
generally provides the IP address, subnet mask, and gateway. The IP address must be
within a valid range, unique to your network, and in the same subnet as your PC.
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IP Address:
Subnet Mask:
Gateway:

You have two options for assigning an IP to your printer. If your Network Administrator assigns IP
addresses manually (called a static address), obtain the required information from your administrator.

If devices on your network obtain their IP addresses from a DHCP server (called a dynamic address,)
then you won't need to know what the IP address, subnet mask or gateway are as the printer will get them
automatically.

7 aq  Locate the Ethernet jack (RJ45) on the back of the printer as shown in the figure below.

Connect one end of the Ethernet cable to this jack
on the printer, and the other end to a network
switch or hub.

You may instead connect the printer directly to
your PC with a cross-over cable (no switch or

hub).

Turn the printer ON and wait for it to initialize.
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7b After you selected Ethernet as your connection type, you will see a screen that looks
similar to the one shown below.

; Labelase® Installer @

Ethernet Network Connection

Ilsing the printer's Ethernet port allows wou to connect the printer ta
wour Local Area Netwark (LAMN) and access it from wour PC ower the
netwark,

MOTE: Connecting the printer to your LAN does not
£+ % make it a "network printer” that can be used by multiple
computers. Only one computer may access the printer.

To access the printer owver the LAN wou must install a special driver
anyaur FC. called a Redirectar, that will create a "“wirual" serial
COM port.

The Producer software will use this "virtual" COM port to contral the
printerwia the physical Ethernet cannection.

Connectthe printer to wour Ethernet network and then turn the printer
on. Afterthe printer has initialized, click the Next button below.

About - Back | || - New | Exi

Even though you are using an Ethernet network connection to connect your PC to the printer, the
LabeLase® Producer software still expects to talk to the printer via a COM port. To make this work, the
software that you are about to install, called a Redirector, will create a "virtual" COM port that will fool
Producer into thinking it is talking to a standard COM port, but will in fact use the Ethernet connection.

When you are ready to continue with the installation, click Next.

7 In the next screen, shown below, you must tell the program how you want to assign its IP
address, subnet mask and gateway.
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; Labelase® Installer g| 1

Ethernet Network Connection

Before you can install the driver, you must first determine orassign a
netwark |F address to the Ethernet adaptor in the printer. How you do
this depends on your netwark setup.

Metwork IF addresses can either be manually assigned by the network
administrator (static address) or automatically obtained by a DHCF
server on the network (dynamic address))

The default configuration far the printer is to obtain its IF address
dnamically from a DHCF server.

* My network has a DHCP server, so the printer will get its [P address dynamically.

™ My network. administrator assigns static 1P addresses.

selectthe method used to get the printer's IF address and click Mexd.

Ahout = Back

E it

Select the method you will use and click the Next button.

7 d The program will scan your LAN, as shown below, to find any LabeLase® printers that
are connected to your LAN.
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; Labelase® Installer

Ethernet Network Connection

mearching for printers on the LAMN..
—
IP Address MAC Address

192.168.1.115

192.168.1.148 00:20: 44: 34 56: C4

Please wait...

Ahout | <= Back == st E wit |

76 After the initial search for the printers on the LAN, the following screen will be shown.
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; Labelase® Installer

Ethernet Network Connection

mearch complete.

IP Address MarC Address

192.168.1.148 00:20: 44: 34 56: C4

These are the printers thatwere found on the LAN.

melectthe printer wou wish to use. fwou are not sure which address
to select, match the MALC address to the address an the printer.

Click Mextto configure the selected printer.

About w-Back | = New B

Note that more than one printer may be found on your network. You will need to know which printer
you are connected based on its MAC address. The MAC address was previously found on a label on the
back of the printer.

Note that the IP address of any un-configured printer may not be valid for your subnet. If that's the case,
it will be shown in the color red. At this point, the MAC address is more important than the IP address
so select the printer by its MAC address.

Highlight the printer you are installing and click the Next button.

If you had previously selected the dynamic method (DHCP server) of configuring the printer's IP address,

proceed to step 7f below.

If you had selected the static method (manually assigned) of setting the IP address, skip to step 7g.

Ethernet Network Connection

42



Labelase Producer - Software Installation Manual
7 f Dynamic IP Address : If dynamically assigning the IP address, the configuration of the
printer will begin immediately.

; Labelase® Installer

Ethernet Network Connection

Configuring the printer...
IP Address MAC Address
192.168.1.115

00:20:44:88:EF:C4

192.168.1.148 00:20: 44: 34 56: C4

Please wait...

About == Back P o

The configuration of the printer's IP address, subnet mask, gateway and communications parameters takes
several seconds.

Skip to section 7h to complete the installation process.

7 Static IP Address : If statically assigning the IP address, the following screen will require
g you to enter the necessary information.
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; Labelase® Installer

Ethernet Network Connection

mearch complete.

IP Address MarC Address
192.168.1.115

192.168.1.148 00:20: 44: 34 56: C4

IP address : |192.168.1.3

Subnet mask, ;

Drefault gateway : 1EI.EI.EI.EI

Enter the wvalues and click MNextwhen done.

Ahout = Back == Mext E wit

On this screen, enter the printer's static IP address, its subnet mask and default gateway. When you first
enter the IP address, the program will calculate the subnet mask for you based on the class of the IP
address. You may modify this computed subnet mask if you wish.

After entering the required information, click Next to continue with the configuration process.

When the configuration is complete, you will see the screen shown below. Note that the

IP addresses shown in this figure are for example only and do not reflect what you may
actually see.
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; Labelase® Installer

Ethernet Network Connection

Configuration complete.

IP Address MarC Address

192.168.1.145 00:20: 44: 34 56: C4

The printer has been configured.

Itz new IF address is highlighted above. Flease make a note of this
address as itwill be needed later to complete the installation.

Click Mext to continue.

Ahout = Back == Mext E wit

Note that Windows may issue a warning that it has blocked the installer from acting as a server. If
~*=you see this warning, tell Windows to unblock the program.

Click Next to continue.

71 After the printer has its IP address, you must install the COM Port Redirector software.

Ethernet Network Connection 45



LabelLase Producer - Software Installation Manual

. Labelase® Installer @ |

Ethernet Network Connection

Maowe that the printer has an IF address assigned to it, it's time to install
the software, called a Redirector, that will create a “wirtual" COM port an
this computer thatwill be used by Producer to communicate to the
printer.

Mate that while installing the Redirectar yvou MAY be asked ta reboot
wour FC. If so. go ahead and allow the installer to reboot. After
rebooting. run the Labelase Installer program again and continue
through the setup process.

‘_\ Ifyou rebootthe PC, DO NOT remowve the Labelase
* Installer CO from the drive.

Ta launch the Redirectar installation program, click the Mesdt buttan
below.

About Back | || b New Ex

When you click the Next button, the program will begin to install the COM Port Redirector (Redirector)
software on your PC. This is the software that will create the "virtual" COM port used by Producer to
talk to the printer.

During installation of the Redirector, you may be required to reboot your PC. If so, go ahead and
reboot. The LabeLase® Installer (this program) will run itself again automatically after the reboot and

continue where it left off by running the Redirector.

Click Next to begin installing the Redirector.

Ethernet Network Connection
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. When the Redirector installer starts, it must first unpack its installation files into a folder
7 J on your PC. The screen below allows you to change the default location for these
installation files.

&1, CPR 4.2 - InstallShield Wizard

Location to Save Files
Where would you like to save your files?

Please enter the folder where you want these files saved. If the folder does not
exist, it will be created for you, To continue, dick Mext.

Save files in folder:

We recommend that you keep the default installation folder and click Next to continue.

7k The Redirector installation files have been unpacked; the final installer program will run
as shown below.

Ethernet Network Connection
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i& Lantronix CPR 4.2.0.1 (32bit)

Welcome to the Lantronix CPR 4.2.0.1 {32bit)
Setup Wizard

computer,

Cancel

anual

The inztaller will guide vou through the stepz required toinstall Lantronis CPR 4.2.0.7 [32bit] on your

WARMIMG: This computer progran iz protected by copyright law and international reaties.
IInauthorized duplication or diztribution of this program, or any partion of it, may result in zevere civil
or criminal penaltiez, and will be prozecuted to the masimum extent poszible under the law.

Click Next to continue.

71 Choose the installation folder for the Redirector if you must.

Ethernet Network Connection
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i& Lantronix CPR 4.2.0.1 (32bit)

Select Installation Folder

The inztaller will inztall Lantronix CPR 4.2.0.1 [32bit] to the following folder.

Toinztall in this folder, click "Mest'. To install to a different folder, enter it below or click "Browse",

Folder:
C:A\Program Files\LantronizhCPRY [ Browsze. .. ]
| DiskCost. |
Cancel ] ’ < Back ] [ Mest » ]

We strongly recommend that you let the Redirector install itself in its default folder. This will make it
easier for the LabeLase® Installer to find and run the Redirector after it is installed. If you choose to

install it in a different folder, you will be asked to find the program when the LabeLase® Installer
resumes.

7m The installer is is now ready to install the Redirector on your computer.
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i& Lantronix CPR 4.2.0.1 (32bit)

Confirm Installation

The inztaller iz ready to ingtall Lantronis CPR 4.2.001 [32bit] on pour computer.

Click "Mest' to start the installation,

Cancel ] ’ < Back ] [ Mext >

Click Next to continue.

After the Redirector is installed, you _may be required to reboot your computer. In most
7n installations, rebooting is not required. However, sometimes it is necessary to reboot
after installing the Redirector.

Ethernet Network Connection
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i& Lantronix CPR 4.2.0.1 (32bit)

Installation Complete

Lantronix CPR 4.2.0.1 [32bit] haz been successzfully installed.

Click "Cloze" to exit.

Fleaze use Windows Lpdate to check for any crtical updates to the MET Framework.

Caticel ¢ Back Cloze

If you are told to reboot, we strongly recommend that you reboot your computer before proceeding.
After you reboot, you must run the LabeLase® Installer again and proceed through the Ethernet setup
process. It will then be able to run the Redirector that was just installed.

7 After your PC has been rebooted, the LabeLase® Installer will resume where it left off,
showing the screen below.

Ethernet Network Connection
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; Labelase® Installer

Ethernet Network Connection

“WWe must now run the Redirector to create avirtual COM port. Itis
through this wirtual port that Producer will communicate with the printer.
*  Whenthe Redirectar stars, click the 'Add/Remowve’ button on the

toolbar to open the Com Fons dialog.

® Inthe Com Fons dialog, select an unused Com Paor. Click OK to
save.

* [nthe list of Com Forts on the left, select the port wou just added.
Oin the right, scroll the 'Settings' to the bottom.

* Enterthe IF address of the printerin the Host field, and 10007 in the
TCF Portfield.

* Click Sawve onthe toolbar to sawve all settings and then File/Exit to exit
the program.

“When wou are ready, click Mext below to run the Redirector program.

About Back | || b New Ex

This screen gives you an overview of the next process, which will be to run the Redirector and add a
virtual COM port to your PC.

Please review these steps and click Next when you are ready to run the Redirector.

7 When the Redirector runs, you will see a screen similar to the one below. Note that the
COM port names shown here are for example only, and may be different on your PC.

Ethernet Network Connection
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< CPR Manager 4.2.0.1 M{=1E3

Com Ports

= E:} All Com Ports (3) Com Port IP Address TCP Port | Com Status
EE:‘ Com 1-4 iz ECnm 1 (Inaccessible)

-3 Com 1 (Inaccessible) - Y22 Com 3 (Inaccessible)
4 m 3 (in = = T Com 4 (Inaccessible)

1%
E* om 4 {Inac

o]

Device List

|P Address HPorts | TCP Port | Product

To begin, click the Add/Remove button on the toolbar. This will open the Com Ports dialog that allows
you to select the name of the new port.

7 After click the Add/Remove button, the Com Ports dialog will allow you to select an
available COM port number to be used to connect to your printer.
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"o []Com21 []Comdl []Comé! []Com81 []Comi01 []Com12]
[JCom2 []Com22 []Com42 []Com62 []Com82 []Com102 []Comi22

Zorm [1]Com23 [JCom43 [JComB3 [ [ComB3 [ |Coml03 []Comi23

i []Com24 [JCom#4 []Com4 []Com84 []Com104 []Comi24
[JCom5 []Com25 [Com4s [ ]Com65 []Com85 []Com105 []Comi25
[JComé []Com2?6 []Com46 []ComEs []Com86 []Comi06 []Comi26
[JCom? []Com27 []Com47 []Com67 []Com87 []Com107 []Comi27
[JCom8 []Com28 []Com48 []Com68 []Com88 []Com108 []Comi28
[]Com3 [1Com23 []JCom43 [|Com63 [ |ComB3 [ ]JComiD3 [ ]Comi23
Coml0 [JCom3d [[Com50 [ ]JCom70 [ |Com30 [ ]Comi110 [ ]Comi3D
[1Comit [JCom31 [|Combl [JCom71 []Com31 []Comill []Coml3l
[JComi2 [JCom32 [JComs2 []Com72 []Com92 []Com112 []Com132
[JComi3 []Com33 []Coms3 []Com7? []Com83 []Com113 []Com133
[JComi4 []Com3¢ []ComS4 []Com74 []Comd4 []Coml14 []Com134
[JComi5 []Com35 []ComS5 []Com75 []Com3 []Com115 []Com135
[1Comie6 []JCom36 [ |ComS6 [ |Com76 [ |Com36 [ |Comlle [ ]Coml36
[1€Com1? [JCom37 [|Comb?7 [JCom7?7 [ |Com37 []Comil7 []Coml37
[1]Com18 []JCom38 [ |Com58 [ |Com78 [ ]|Com38 [ ]Comll8 [ ]Comi38
[1Com13 [JCom33 [|Com83 [JCom7 [ ]JCom33® [ ]Comit® [ ]Comi33
[]Com20 []Com40 []Com60 []Com80 []Coml00 []Com120 []Com140
4 |

[ ok ][ cancel | [ Check(Rangg) |[1  §|t0 [256 3]

[ SelectAll | [SelectMNone| [ Uncheck (Rangs) | [T 3| to 256 %

Select an unused COM port and click the OK button to continue.

71‘ After selecting a COM port number, you must configure the port as shown below:
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4* CPR Manager 4.2.0.1 CEx
ﬁé E’mﬂ Pﬂf‘t eyl To0NS HE}{]
T Add/Remove H Save «| Refresh p Search For Devices @ Exclude

Com Ports Hide || Seftings |

= £3 All Com Ports (4) Com 10 {New)
=-£3 Com 1- 10

window's Port Name:;

Com 3 {Inac window's Device Name:

-
: essible window's Senvice Name:
- Com 10 (Mew)

/ 132.168.1.115
1

Device List

IP Address #Pots  TCP Port | Product 0 HW Address

>

| Modified .

In order to create a virtial COM port (COMI10 in this example) you must add an IP address to associate
with it. The address we are going to add will be the IP address that was previously assigned to the
printer.

1 - Highlight the new port that you just added.
2 - Scroll the Settings page to reveal the Host and TCP Port settings.

3 - Enter the IP address that you previously assigned to the printer. Note that the IP address shown here
is for example only. You must enter your printer's IP address.

4 - Enter 10001 into the TCP Port field. This is the TCP port number that the printer will monitor for
connections from the computer.

5 - Click the Save button on the toolbar. This will save your settings and create the new COM port.
Note that if Windows warns you about security concerns with the new software, simply instruct it to
"Continue Anyway".
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7 After saving your settings and confirming the new software with Windows (if necessary)
you will see the screen shown below.
<> CPR Manager 4.2.0.1 M=
File ComPort Device Tools Help
U AddjRemove k] == 2| Refresh 2 Search For Devices a Exclude

Com Ports

= 2 All Com Ports (4) Com 10
=-Z3 Com 1-10
: E Com 1 (Inaccessible) Wwindow's Port Name: Lantronix CPR Port (COMI0)
E 4 ib Wwindow's Device Name:  ‘Device\CprDevicell Cm
g a e) Wwindow's Service Name: CprDinvr Met

WARNING! ™
firewall, the
192.168.1.115 el
opening thi:

Also, some
are unable |
Firewall on-

button to at «+

Device List

|P Address #Ports = TCP Port

£

|5etﬁngs have been saved

Select File / Exit to close the program. The LabeLase® Installer program will resume.

7t The Redirector now has added a virtual COM port to your PC.
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; Labelase® Installer

Ethernet Network Connection

In the next step, wou will be asked to select the wirtual COR
port that was created by the COM Fort Bedirector. This is the
port that will be used by Producer to communicate with the
printer.

“When you are ready, click the Next button to continue.

Ahout =k Hack

You must now select this new port to be used by Producer. Click Next to continue.

After you have installed the Redirector, you will see a screen that looks similar to the one
shown below.

7u Note that the actual list of COM ports will vary from this figure depending on the number

of ports that are installed on your PC. The port numbers shown are for demonstration
purposes only.

Ethernet Network Connection
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; Labelase® Installer

COM Port Selection

The fallowing COM ports hawe been found onyour FC. The
newly added port has been highlighted.

COm1 Ifwou dan'twant to use the new par
LOM2 thatwas added, selectthe partyou
COM3 intend to use.

fvvouwant to search the available COM _
pors to find the printer, click the Find Q, Find
buttan.

Ahout = Back == M et E it

The installer program detected the addition of COM4 when the Redirector was installed, so it has
highlighted that port name in the list. If you wish, you can now click Next to continue to the next step.

If you want to test the port to make sure it can communicate to the printer, proceed to step 7v below.
Note that if you are running this installation program for a second time, you may have already added the

new COM port during the previous installation. In that case, the installer will not detect the addition of a
new port so you will be required to select it yourself in the list of ports before you can continue.

If you're not sure what the port name is or you want to test the port connection, click the
7V Find button. The program will attempt to communicate with the printer on each of the
COM ports in the list.
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; Labelase® Installer g| 1

COM Port Selection

The fallowing COM ports hawe been found onyour FC. The
newly added port has been highlighted.

COm1 Ifwou dan'twant to use the new par
LOM2 thatwas added, selectthe partyou
COM3 intend to use.

If wou want to search the available COM
pors to find the printer, click the Find

0\ ......
button.

A Lahelase Printer has been found on COk4

LL100010/12/04,1.00
Printer Serial# 9999599399

Click Mext to continue...

Ahout = Back == M et | E it

As you can see in the figure above, the program found a LL.1000 model printer on the COM4 port. It has
displayed its model number, firmware version and the printer's serial number.

7 Once you have selected or found the COM port that the printer is attached to, click the
Next button to continue.

If you did not use the Find button, or the program was not able to communicate with the printer, then you
will continue to Step 8 where you will select your printer model from a list.

If you used the Find button, and the program successfully found and communicated with the printer, you
will skip to Step 9 where you will install the version of LabeLase® Producer that is appropriate for your
printer model.

Ethernet Network Connection
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LabelLase® Producer
Printer Model

8 The version of LabeLase® Producer that you need to install depends on your printer
model.

If you used the Find method to locate a printer on one of your COM ports, and the printer's model and
version information were found and displayed, then you don't need to manually select the printer model
and you can skip to Step 9.

If, however, you did not run the Find procedure, or it did not actually find a LabeLase® printer, then you
will need to manually select your printer model.

8 a The printer model selection screen is shown below.

LabelLase® Producer
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; Labelase® Installer

Label ase® Printer Model Flease selectyour printer model from the following list and
then click Mext helow. Ifyour printer model is not shown,
selectthe LL1000 Tag Printer madel.

(™ LL1000 T ag Frinter kX42-C Caszsette Printer
™ LL28# Tag Printer kY2-5 Shde Printer
" LL1000P Plate Printer kA2-D Drawer Printer

About = Back == [ el

You must select one of the printer models shown in this screen. You may need to scroll down to find
your particular printer model. If your model is not shown here, select the LL1000 Tag Printer.

Once you have selected your printer model, click Next to continue to _Step 9 where you will install
LabeLase® Producer.

Copyright © 2010 InfoSight Corporation All Rights Reserved
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Stuff*™

LabelLase® Producer

Installing LabeLase® Producer

9 The last step in setting up your LabeLase® Printer is to install the LabeLase® Producer
software.

; Label ase® Installer

LabelLase® Producer Installation

The final step is to install the Labelase® Producer software for your
printer model.

148685

Co1T
38.20 !

HT#390526

IIIIIIIIIIIII ||

Labelase® Froducer is the software that allows wou to canfigure yaur
printer, create layout files, and enter print jobs. It can also receive
print jobs from wour business infarmation system ar other computer.

Toa launch the Producer installation program, click the next button below.

About «il= Back

E xit

LabeLase® Producer is the software that allows you to configure your printer, create layout files, and
enter print jobs.

To launch the Producer installation program for your model printer, click Next.

LabelLase® Producer

63



LabelLase Producer - Software Installation Manual

9 a The LabeLase® Producer installation program will run as shown below.

Label ase Producer 1.61

|ﬂf0$lght LabeLase Producer 1.61
Corporation
Publizher: |nfoSight
Wwieh site: hittp: A A infosight. com
Email address: zervicel@infogight. com
Telephone:; 740-642-3600

Tarma Installer will lead you through the steps required to install
or upgrade Labelase Producer 1.61 on your computer.

To continue, click Mest.

Copyright [c] 2007 InfoSight All Rights Reserved
We BARCODE ; . : i
Thiz program iz protected by coperight law and intermnational

Difﬁﬂu It Stuff"“ treaties. Unauthorzed reproduction or distribution af this program,
or any portion of it, iz a violation of applicable laws.

About. .. ; | Meut » | Cancel |

In this example, the installer for the metal tag printer model (LL.1000) has been launched. Note that the
version number of your specific printer/software may differ than that shown here.

Follow the instructions given by the installer to install LabeLase® Producer on your PC.

When the installation is complete, continue on to Step 10.

Copyright © 2010 InfoSight Corporation All Rights Reserved
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InfoSight'Co

"We Bar& Difficult Slnﬂ'“'

LabelLase® Producer
Finished

1 O Congratulations on successfully installing your LabeLase® Printer.

; Label ase® Installer

Congratulations |

“'ou hawe completed the installation process foryour
Labelase® printer. Ifwou hawe additional questions, please
contact the factory.

Fhone: 740-642-3600

Email: sericei@infosightcom

W'eh: wwewinfosight com

Thank wou foryour interest in our marking products.

- The InfoSight Tearn

If you have any additional questions, please contact the factory for assistance.

Thank you for your interest in our marking products.
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